Biofilter Cartridge

BFP Series
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Applications

Biofilter cartridges, type BFP, are designed for
odor control in aeration tubes used in sewer
systems. They are a cost efficient way for the
elimination of odors from very small air-
streams.

Depending on the waste air contaminants and
surrounding conditions the lifetime of the
biofilter material is 3 to 7 years. The
replacement of the biofilter material is easy and
not expensive.

As an alternative the BFP cartridges are also
available filled with Activated Carbon (AKG3).

Technical Data and Dimensions

Media contacting materials: PE, Stainless Steel
Biofilter material: bioteg bpc BT - 50 orAKG3

TYPE  Weight” Wasteair D1 / D2**  H1

[Kal [m?/h] [mm] [mm]
BFP-100 2 1 95 101 205
BFP-150 3 1,5 145 151 205
BFP-200 4 2 195 201 205
BFP-250 5 3 245 251 205
BFP-300 6 4 295 301 205

* Operational weight (wet and ready for use)
** H2 appr. 45 mm
Flexible seal (reduces itself to the inner diameter of
the tube with installation)
Special sizes on request
Technical adjustments reserved

Key

1 Filtertube(PEHD)

2 Filter material

3 flexible gasket

4 Aeration grid (stainless steel)
5 Eye
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