Odor Flap for Manholes

GVK Series

Manhole cover

Dirt trap

Manhole frame

Compensating ring
with manhole-conus

Manhole-D

Application

The odor flap of the GVK series is used to
restrain annoying odors of manholes of the
diameter DN 600, DN 625 resp. DN 800. Itis
applied where the use of manhole biofilters is
impossible because of lack of space.
Furthermore the insertion of the odor flaps of
the GVK series is a very cheap and effective
solution for the retention of odors from the
sewer system.

Entering water from the surface follows the
hopper to a central drain pipe which has a flap
with a counterweight at the bottom. This flap
opens automatically in case of water standing
in the pipe and so leads the drain water into the
sewer system below.

The ventilation of the sewer systems keeps
working if the odor flaps are used in
combination with manhole biofilters along the
sewer system.

Technical Data and Dimensions

Materials with media contact: PE, VA, galvanised steel

TYPE weight Manhole-D ¥  H1 H2 *

[Ka] [mm] [mm]  [mm]

from to
GVK-600 2 560 625 145 250
GVK-625 2,5 585 650 145 250
GVK-800 3 785 850 145 250

*' special sizes and designs on request
** also available with H2 =55 mm (=short hanger)

Technical adjustments reserved

Key

1 hopper with central tube (PEHD)
2 cross hanger (a=galvanised, b=stainless steel),
normal or short version with GullyQUICK - Sysfem
3 flexible gasket
4 flap with counterweight (PEHD)
(opens automatically for drain water run-off)

®

version “a” = standard/ b= optional available
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