Odor Flap SEVK Series

Application possible for example for the following fixtures:

Storm water Catch basin
drain fixture fixture
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Application

The odor flap of the SEVK series is used for
retention of annoying smells of storm water
drain fixtures or catch basin fixtures.

The use of the odor flap of the SEVK series is a
cheap and efficient solution for the retention of
annoying odors of catch basins especially in
case of combined rainwater and sanitary
sewage systems.

Entering surface water or storm water is
allowed to drain into the sewage system by a
central drain pipe with an automatic flap at the
bottom.

The ventilation of the sewer system keeps
working if the odor flaps are used in
combination with manhole biofilters along the
sewer system.
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Technical Data and Dimensions

Materials with media contact: PE, VA

. . Dirt trap TYPE weight  manhole-D” H

PR : / ~[Kg] [mm] [mm]
" . von bis

] L ’ SEVK-350 1 335 365 100

. Manhole
.-/ / B . SEVK-400 1 385 415 100

P . SEVK-450** 1 435 465 100
d Odor flap . * special sizes or designs on request (square or
(installed) \ [/ / ... C‘sec-- rectangular as well)

**standard is for a manhole according DIN 4052

dirt frap to be
installed above installed above .
odor flap odor flap Accessories

PEHR-350 - 450 = additional holder element for the
SEVKinthe manhole

ESWZ-450 mounting tool for odor flaps
(rod ~ 1,2 m with hook and turning support)
Technical modifications reserved

Wasserablauf
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Key

1 retaining plate (PEHD)

2 insetwith drain pipe

3 flexible gasket

4 flap with counterweight (PEHD)
(opens automatically for drain water run-off)
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