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Bioteg`s Certifications 
 

 
 DIN ISO 9001:2015 Fachbetrieb nach WHG 

 
 

bioteg Biofilter Systems MCBF-series: 
Some Examples of Applications 

from the last 20 years and some special Biofilters 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

Italy 
Application with stainless steel roof 
MCBF 1500 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
1500 m³/h 
7,10 m x 2,20 m 
August 2023 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Vietnam 
2 x MCBF 5000 QSW TC 
Waste water treatment plant 
Waste air from WWTP  
H2S, odors 
2 x 5000 m³/h 
2 x 12,20 m x 5,00 m 
July 2023 
 

 

Location: 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

USA 
MCBF 2000 QSW 
 + MCBF 4000 QSW TC 
Dairy industry 
Waste air from tanks 
H2S, odors 
2000 m³/h + 4000 m3/h 
8,10 m x 2,20 m + 11,80 m x 5,00 m 
June 2023 
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Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Chile 
Application for 20’ sea transport 
MCBF 1000 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
1000 m³/h 
5,40 m x 2,20 m 
November 2022 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
Location: 
 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
 
Installed in: 
 

 

 

 
Vietnam 
Indoor application 
1 x MCBF 2500 QSW TC 
2 x MCBF 2000 QSW TC 
3 x WWTP 
Waste air from WWTP 
H2S, odors 
2500/2000/2000 m³/h 
9,15 m x 5,10 m  
6,00 m x 3,40 m 
August 2022 
 

 

 

 

 

 

 

 
Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

 
Slovenia 
Application with junction box 
MCBF 2000 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
2000 m³/h 
8,10 m x 2,20 m 
May 2022 
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Location: 
 
 
Bioteg System: 
Application: 
 
Contaminants: 
 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Slovakia 
Application with large sized filterbed 
containers (14,00 x 3,00 x 2,86 m3) 
MCBF 17500 QSW TC EX 
biowaste collection and digestion. 
explosion protected 
Waste air from digesters and collection 
hall 
H2S, odors 
17500 m³/h 
17,00 m x 10,00 m 
March 2022 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Russia 
MCBF 7000 QSW 
Waste water treatment plant 
Waste air from several locations 
H2S, odors 
7000 m³/h 
11,60 m x 4,80 m 
December 2021 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Italy 
MCBF 500 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
500 m³/h 
4,10 m x 2,20 m 
April 2021 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Vietnam 
Application with dosing station 
MCBF 3000 QSW DS 
WWTP 
Waste air from WWTP 
H2S (up to 200 ppm), odors 
3000 m³/h 
11,60 m x 2,20 m 
October 2020 
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http://www.bioteg.de/


 
  
   bioteg Biofilter Systems GmbH 
  Industriestr. 11-13, D-95349 Thurnau 
  Tel.:  +49 9228 99600-0 
  Fax:  +49 9228 99600-18 
  e-mail: service@bioteg.de  
  Internet: www.bioteg.de 
 

  Biofilter Application Profiles    September, 2023  Page 4 of 11 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
MCBF 3000 QSW 
Waste treatment plant 
Waste air from collection hall 
H2S, odors 
3000 m³/h 
10,60 m x 2,20 m 
October 2020 
 

 

Location: 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
 
Installed in: 
 

Vietnam 
MCBF 4500 QSW 
MCBF 7000 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
4500 + 7000 m³/h 
7,60 m x 4,80 m 
11,10 m x 4,80 m 
April 2020 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Poland 
MCBF 1500 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
1500 m³/h 
7,10 m x 2,20 m 
October 2019 
 

 

Location: 
 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
location without access for truck or front 
loader 
MCBF 2500 QSW EX 
WWTP, explosion protected 
Waste air from WWTP 
H2S, odors 
2600 m³/h 
10,10 m x 2,20 m 
October 2019 
 

mailto:service@bioteg.de
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Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
application on top of the roof 
MCBF 2500 QSW TC 
Brewery 
Waste air from production 
H2S, odors 
2500 m³/h 
5,40 m x 5,00 m 
August 2019 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Ukraina 
MCBF 3500 QSW 
Food industry 
Waste air from production 
H2S, odors 
3500 m³/h 
11,60 m x 2,20 m 
April 2019 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

USA 
MCBF 1200 OBR 
WWTP 
Waste air from WWTP 
H2S, odors 
1200 m³/h 
6,70 m x 2,20 m 
April 2019 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Russia 
application in FRP (GRP/GFK) 
MCBF 2500 QSW FRP 
WWTP 
Waste air from WWTP 
H2S, odors 
2,500 m³/h 
9,60 m x 2,20 m 
February 2019 
 

mailto:service@bioteg.de
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Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
MCBF 400 QSW EX 
Food industry, explosion protected 
Waste air from production 
H2S, odors 
400 m³/h 
4,10 m x 2,20 m 
November 2018 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Palestine 
application in FRP (GRP/GFK) 
MCBF 600 QSW 2DS GRP 
WWTP, with 2 dosing stations 
Waste air from WWTP 
high H2S, NH3, odors 
600 m³/h 
7,30 m x 2,20 m 
Oktober 2018 
 

 
Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Mexico 
MCBF 3500 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
3500 m³/h 
11,60 m x 2,20 m 
April 2018 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Peru 
application in FRP (GRP/GFK) 
MCBF 5000 QSW FRP 
WWTP 
Waste air from WWTP 
H2S, odors 
5,000 m³/h 
9,60 m x 4,80 m 
December 2017 
 

mailto:service@bioteg.de
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Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

India 
MCBF 500 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
500 m³/h 
4,10 m x 2,10 m 
November 2017 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
application in a long line 
MCBF 10000 QSW 
Composting Plant 
Waste air from hall 
NH3, odors 
10,000 m³/h 
24,50 m x 2,20 m 
September 2017 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Vietnam, 
Indoor installation 
MCBF 3000 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
3,000 m³/h 
11.10 m x 2,20 m 
August 2016 
 

 

Location: 
 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
application on top of the roof 
MCBF 5000 QSW TC  
with techn. container 
WWTP of an environmental service 
Waste air from WWTP 
H2S, odors 
3,000 m³/h 
10.50 m x 5,80 m 
June 2016 
 

mailto:service@bioteg.de
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Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

Germany 
on top of the roof (7m high) 
2 x MCBF 2000 QSW EX 
Brewery, explosion protected 
Waste air from Brewery 
H2S, odors 
2 x 2,000 m³/h 
9.10 m x 5,00 m 
September 2015 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Slovenia 
MCBF 15000 QSW 
WWTP 
Waste air from WWTP 
H2S, odors 
15,000 m³/h 
19.00 m x 12,00 m 
July 2015 
 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

Italy 
application with small foot print (stapled) 
MCBF 5500 QSW, stapled 
Waste and oil treatment 
Waste air from treatment processes 
VOCs, H2S, odors 
5500 m³/h 
8,40 m x 2,40 m 
April 2015 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
 
Airflow Rate: 
Footprint: 
Installed in: 
 

Greece 
MCBF 500 QSW  
Pump station of Sewage System 
Waste air from sewage 
H2S,  odors 
No odor nuisance to neighbors 
500 m³/h 
4,10 m x 2,10 m 
April 2015 
 

   

mailto:service@bioteg.de
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Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
 
Airflow Rate: 
Footprint: 
Installed in: 
 

Germany 
application in narrow area 
MCBF 5000 QSW  
WWTP 
Waste air from WWTP 
H2S, odors 
No odor nuisance to neighbors 
5,000 m³/h 
9.20 m x 5.00 m 
September 2014 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
 
Airflow Rate: 
Footprint: 
Installed in: 
 

Vietnam 
MCBF 8000 QSW  
WWTP 
Waste air from WWTP 
H2S, odors 
No odor nuisance to neighbors 
2 x 8,000 m³/h 
2 x 13.00 m x 5.00 m 
May 2014 
 

 

 
Location: 
 
Bioteg System: 
Application: 
 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

 
Germany 
application for methane reduction 
MCBF 2000 QSW EX 
Waste air from a dump/landfill, 
explosion protected 
Methane 
CH4  
2,000 m³/h 
9.10 m x 2,10 m 
August 2013 
 

 

 
Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
 
Airflow Rate: 
Footprint: 
Installed in: 
 

 
Turkey 
MCBF 400 QSW  
WWTP 
Waste air from sludge tank 
NH3, H2S,  odors 
No odor nuisance to neighbors 
400 m³/h 
3.10 m x 2,10 m 
Mai 2012 
 

mailto:service@bioteg.de
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Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
 
Airflow Rate: 
Footprint: 
Installed in: 

Belgium 
MCBF 500 QSW  
WWTP of food industry (meat industry) 
Waste air from WWTP 
H2S, odors 
No odor nuisance to neighbors 
2 Plants: 500 m³/h and 1000 m³/h  
4.10 m x 2.20 m and 6.10 m x 2.20 m 
August 2009 and November 2010 

 

Location: 
 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

Poland 
application in stainless steel 
MCBF 1600 QSW, MCBF 6000 QSW 
both made from stainless steel 1.4301 
H2S and odors from waste treatment 
Odors, H2S 
No odor nuisance to neighbors 
1660 m³/h and 6000 m³/h 
8.00 m x 2.50 m and 12.00 m x 5.50 m 
September 2009 

 

Location: 
 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

Germany 
application in the middle of the city 
MCBF1000 QSW, Ex protected 
Waste air from WW Pump station 
H2S,  odors 
No odor nuisance to neighbors 
1200 m³/h 
6.10 m x 2.20 m 
Nov 2008 

 

Location: 
Bioteg System:  
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

Poland 
MCBF 30 000 
Sewage Sludge Treatment 
NH3, sludge odors 
No odor nuisance to neighbors 
30 000 m³/h 
17.00 m x 13.00 m 
July 2008 

mailto:service@bioteg.de
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Location: 
Bioteg System: 
 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 

UAE 
3 units MCBF 1000 QSW DS 
1 unit MCBF 8000 QSW 2 DS 
1 unit MCBF 12000 QSW DS 
Odours from WWTP 
H2S, NH3 up to 250 ppm 
No odor nuisance to neighbors 
1,000 to 12,000 m³/h 
 
March to July 2007 
 

 

Location: 
Bioteg System: 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 

USA 
MCBF 24000 
Compost plant 
H2S, NH3, odorous nitrogen compounds 
No odor nuisance to neighbors 
24,000 m³/h 
16.0 m x 14.0 m 

July, 2004 

 

 
Location: 
Bioteg System: 
 
Application: 
Contaminants: 
Removal: 
Airflow Rate: 
Footprint: 
Installed in: 
 
 

 
Bayreuth, Germany 
Old Biofilter Plant built by a third part 
company, Renewed by bioteg  
Tobacco fermentation 
NH3, odorous nitrogen compounds 
No odour nuisance to neighbors 
120,000 m³/h 
100 m x 40 m 

March 2000 
 
 

 

mailto:service@bioteg.de
http://www.bioteg.de/

